
16 pol 4 pol 8 pol

Volt DC

5,0
Gnd

16 pol 4 pol 8 pol

Volt DC

12,0Gnd

CANCEL

RES
ACCEL

COAST
SET

ON
OFF

16 pol 4 pol 8 pol

Volt DC

2,0

CANCEL COAST
SET

ON
OFF

16 pol 4 pol 8 pol

Volt DC

3,6

RES
ACCEL

COAST
SET

ON
OFF

16 pol 4 pol 8 pol

Volt DC

4,9

CANCEL

RES
ACCEL

COAST
SET

ON
OFF

16 pol 4 pol 8 pol

Volt DC

4,5

Gnd Gnd

Gnd

CANCEL

RES
ACCEL

HYUNDAI I30 OE COMMAND TEST
Scheme: TS 1002    Date:22/11-2007
Troubleshooting Dancar Cruise 

C
ru

is
e 

C
on

tr
ol

D
A

N
C

A
N

C
an

bu
s 

in
te

rf
ac

e

Ve
rs

io
n:

 C
c0

2

S
er

ia
l 

no
.: 

   
   

  
B

at
ch

:

D
an

ca
r A

ut
os

ik
rin

g 
A

pS
/ D

K

8 pol

General power test:
Test 1

Command power test: 
Test 2
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Test 3

Res/Accel function test:
Test 5
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